INSTALLATION
/REFLEC”VE FACE 1. THE GROOVE SHALL BE CUT AS SHOWN.

f T 2. THE CUT PATTERN SHALL BE CLEANED,
/ AND DRIED BY COMPRESSED AIR BEFORE

PLACING THE ADHESIVE. THE ADHESIVE
SHALL BE PLACED PER THE MANUFACTURERS
% " " RECOMMENDATIONS.

3. EPOXY ADHESIVE SHALL BE INSTALLED
DURING WEATHER CONDITIONS CONSISTENT
WITH MANUFACTURERS RECOMMENDATIONS.

| 3.957 - 4.70" | 4. REFLECTIVE MARKER SHALL BE INSTALLED
PER MANUFACTURERS RECOMMENDATIONS
REFLECTIVE MARKER - PLAN VIEW AND SHALL BE SELECTED FROM THE QUALIFIED

PRODUCTS LIST (QPL).
fREFLECT!VE FACE

5. THE MARKER SHALL BE PROTECTED FROM

|\ /| :l:o.élo” - 0.54" TRAFFIC UNTIL THE ADHESIVE HAS

PROPERLY HARDENED.

REFLECTIVE MARKER - FRONT VIEW

4.75"

__|

REFLECTIVE FACE/
REFLECTIVE MARKER

ONE WAY PAVEMENT GROOVE - PLAN VIEW

SEE DETAIL A

ONE WAY PAVEMENT GROOVE - SIDE VIEW REFLECTIVE MARKER

%\ /é 4.75"
\REFLECT[VE FACE / T
REFLECTIVE MARKER

TWO WAY PAVEMENT GROOVE - PLAN VIEW DETAIL A

SEE DETAIL A

TWO WAY PAVEMENT GROOVE - SIDE VIEW
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